
 

1 
 

BOARD OF POLICE COMMISSIONERS 
1125 LOCUST STREET 

MEMBERS                        KANSAS CITY, MISSOURI 64106 
MARK C. TOLBERT  

 PRESIDENT Phone: 816-234-5055             DAVID V. KENNER 

CATHY DEAN                           Fax: 816-234-5333                        SECRETARY-ATTORNEY 

VICE PRESIDENT                        WWW.KCPD.ORG 

W. DON WAGNER                                                  
 TREASURER            
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September 14, 2021 

 

RFP No. 2022-2 

 

INSTALLATION OF LAW ENFORCEMENT EMERGENCY EQUIPMENT 
 

The Board of Police Commissioners (BOPC), Kansas City, Missouri Police Department, is seeking proposals 

for a one (1) year contract to provide installation of law enforcement emergency equipment to Ford Police 

Interceptor vehicles, subject to the conditions and specifications set forth.   The contract will have the option 

to renew for four (4) additional one year periods based upon mutually agreeable pricing, availability of 

funding and quality of service.   

 

TERMS AND CONDITIONS 

 

1. Only proposals received prior to the specified opening time and contained in a sealed envelope 

marked with the proposal number will be considered. 

 

  OPENING: 2:00 p.m., Wednesday, October 13, 2021  

    POLICE HEADQUARTERS BUILDING 

    1125 LOCUST 

    KANSAS CITY, MISSOURI 64106 

 

2. Proposals delivered by courier will be accepted by the Purchasing Section, located on the second 

floor of Police Headquarters.  Couriers will be required to sign-in at the first floor guard station.  

Couriers will be required to show a picture identification card 

 

3. Proposals will be received Monday through Friday, 8:00 a.m. to 3:00 p.m.  The Kansas City, 

Missouri Police Department will not be accessible on holidays.  The BOPC will NOT guarantee 

receipt of proposals delivered to Police Department elements other than the Purchasing Section. 

 

4. It is the responsibility of the respondent to deliver the proposal modifications on or before the date 

and time of the proposal receipt deadline.  Proposals will NOT be accepted after the date and time of 

closing except for extenuating circumstances as approved by the Financial Services Unit Commander. 

 

5. The BOPC strives to notify all prospective respondents of any issued addenda.  It is important to 

note, however, that it remains the responsibility of the respondent to determine if any addenda 

have been issued and to obtain those addenda prior to submitting their proposal. 
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6. THE BOPC WILL NOT ACCEPT ELECTRONICALLY TRANSMITTED BIDS. 

 

7. Any questions regarding the information outlined in this proposal must be submitted in writing, by 

fax or email, to be received no later than 3:00 p.m., Wednesday, October 6, 2021.  

 

     Email:   Trina.Canady@kcpd.org 

     Fax Number:   (816) 234-5307 

     

     

8. The BOPC encourages and recommends that respondents comply with the Affirmative Action 

Program as administered by the Director of Human Relations, City of Kansas City, Missouri. 

 

9. The successful vendor must comply with all State of Missouri laws, which are applicable in this area. 

 

10. The BOPC encourages and recommends that respondents comply with the "Missouri Domestic 

Products Procurement Act", 34.350-34.359 RSMo. 

 

11. Respondents shall complete the reference information sheet, vendor information sheet and the 

cooperative procurement agreement included in this proposal and return with vendor's submittal. 

 

12. Exceptions to proposal clauses must be clearly noted on the specification sheets.  Unless otherwise 

indicated, it will be assumed that the article proposed is exactly as specified. 

  

13. The BOPC reserves the right to reject any and all proposals as well as determine the lowest and best 

proposal. 

 

14. All proposals in their entirety and resulting records shall become the property of the BOPC.  The 

respondents may not use this information for any reason without the expressed written consent of the 

BOPC. 

 

15. Continuance of any agreement, contract, or issuance of purchase orders is contingent upon the 

availability of funding and allocation of city funds. 

 

16. Respondents who require a contract after award of the proposal should submit a sample contract with 

their proposal(s). 

 

17. Final award of the proposal will be determined through evaluation of the material quality, delivery 

schedule and price. 

 

18. By submitting a response to this proposal, the vendor certifies that neither it nor its principals are 

suspended or debarred from contracting for goods or services that are to be purchased from federal 

awards. 

 

19. The continuation of the incumbent Contractor(s) in each of the option years is a prerogative of the 

BOPC and is not a contractual right of the Contractor(s).  The BOPC’s decision as regards to 

exercising the option is not subject to appeal. 

 

 

 

mailto:Trina.Canady@kcpd.org
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20. In order to compare proposals, respondents will submit their proposals following the format listed 

below: 

 

   Table of Contents 

   I. Quotation Specification Sheet 

   II. Cooperative Procurement With Other Jurisdictions 

   III. Federal Award Verification Form 

   IV. Reference Information Sheet 

   VI. Vendor Application/Information Update Form 

   VII. W-9 Request for Taxpayer Identification Number and Certification 

 

PRICING 

 

21. Pricing must remain firm for the entire one year contract period. 

 

22. To exercise any portion of a price increase at time of renewal, manufacturing respondents must submit 

an original letter from the supplier indicating that an equivalent price increase is being levied against 

the respondent.  Retail respondents must submit the same type of letter from their supplier. 

 

23. Price quotes shall exclude all federal and state excise tax. 

  

24. State whether your quotation is net or subject to a cash discount for prompt payment. 

 

25. Pricing must include ALL costs associated with the delivery of the goods or services.    

 

26. It is mutually agreed and understood that, without exception, the proposal prices shall include all 

royalties, licensing fees or costs arising from the use of such design, device, or materials in any way 

involved in the work.  The contractor and or his sureties shall indemnify and save harmless the BOPC 

and/or its agent from any and all claims for infringement by reason of the use of such patented or 

copyrighted design, device, or materials or any trademark or copyright in connection with work 

agreed to be performed under this contract, and shall indemnify the BOPC and/or its agents for any 

cost, expense, or damage which it may be obligated to pay by reason of such completion of the work. 

 

27. Vendors may respond with individual pricing or a cumulative total for each vehicle.  If 

proposing a cumulative total per vehicle please list two separate items, one for parts and the 

other for labor. 

 

28. Any bidders wishing to dispute the awarding may notify the Financial Services Commander in 

writing stating the material facts for the dispute within ten (10) calendar days of the award date. 

 

29. All qualified applicants will receive consideration for employment without regard to race, color, 

religion, sex, sexual orientation, gender identity, national origin, disability, or status as a protected 

veteran. 

 

INVOICING 

 

30. The supplier will invoice the BOPC for articles ordered via purchase orders.  Partial payments on 

incomplete invoices will not be made.  Invoices must not be included with the delivery of products. 
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31. Invoices shall be forwarded electronically to actguest@kcpd.org or mailed to: 

 

  Board of Police Commissioners 

  Accounting Section 

  1125 Locust 

  Kansas City, Missouri 64106 

 

32. All packing lists and invoices must reference the item description, quantity, stock number, contract 

unit price, extended price, total amount due and purchase order number. 

 

33. Pricing on the invoice must match proposal pricing. 

 

34. Invoices shall be received no later than 10 – 15 days following receipt of goods. 

 

35. Credit memos are required for correction of billing errors, return of goods, etc. and should be 

submitted in the same manner described herein for an invoice. 

 

CONTRACTOR SERVICE 
 

36. Vendors must accept responsibility for verification of material availability, production schedules, and 

other pertinent data prior to submission of proposal and delivery time.  It is the responsibility of the 

vendor to notify the BOPC immediately if materials specified are discontinued, replaced, or not 

available for an extended period of time. 

 

37. The successful vendor will be responsible for replacing any and all items the BOPC determines to be 

in unacceptable condition, at no cost to the BOPC.  This includes shipping cost for returning non-

functional items for replacement. 

 

38. The successful vendor must function as the single point responsibility for the BOPC regardless of any 

sub-contract arrangements for all products and services provided. 

 

39. The respondent selected must agree to indemnify and hold the BOPC harmless from and against all 

liability, losses, damages, costs, expenses (including attorney fees), interest, and penalties arising out 

of or resulting from the negligence or willful act or omissions of the vendor's employees, agents, 

servants or contractors engaged in service related to this project.  The only exception to this is to the 

extent such acts or omissions are based on and caused by reliance on any written information supplied 

by the BOPC. 

 

40. The successful vendor shall provide garage keeper’s insurance in the amount equal to the value of 

KCPD vehicles in their possession or on their premises.  The successful vendor will also provide a 

certificate of insurance noting the Board of Police Commissioners as additional insured. 

 

TERMINATION OF CONTRACT 

 

41. The successful vendor will permit cancellation by the BOPC for any good cause upon thirty (30) days 

written notice.  Such cancellation shall require approval by the BOPC.  The Financial Services Unit 

Commander may suspend this contract pending subsequent approval of cancellation by the BOPC.  

Examples of good cause are: 

 

mailto:actguest@kcpd.org
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 A. Major changes in user requirements. 

  

 B. Repeated unsatisfactory service performed by the successful Vendor, that is not rectified 

within a reasonable period of time. 

 

C. Unforeseen cancellation of a program. 

 

FAILURE TO PERFORM 
 

42. In the event the successful vendor fails to perform in accordance with the terms and conditions 

of this proposal, or if applicable, in the event the relationship between the vendor and the 

manufacturer is terminated and the vendor is unable to perform in accordance with the terms 

and conditions of this proposal, the vendor shall be responsible for any and all additional re-

procurement costs to the BOPC. 

 

LIQUIDATION OF DAMAGES 
 

43. If the successful vendor fails to deliver the equipment or perform the services within the time specified 

in this contract, or any extension thereof, the actual damage to the BOPC for the delay will be difficult 

or impossible to determine.  Therefore, in lieu of actual damages, the successful vendor shall pay to 

the BOPC as fixed, agreed and liquidated damages for each calendar day of delay, the amount set 

forth below.   In the event the successful vendor shall be liable, in addition to the excess costs, for 

such liquidated damages accruing until such time as the BOPC may reasonably obtain delivery or 

performance of similar equipment or services.  The successful vendor shall not be charged liquidated 

damages when the delay arises out of causes beyond the reasonable control and without the faults of 

negligence of the successful vendor.  The BOPC shall ascertain the facts and extent of the delay and 

shall extend the time for performance of the contract when in their judgment the findings of fact justify 

an extension. 

 

 A. The liquidation damages are fixed and agreed to in the amount of Five Hundred   

  Dollars ($500.00) per calendar day of default.  The total liability of liquidated   

  damages shall not exceed five percent (5%) of the total contract price. 

 

B. There shall be two (2) events of default and the liquidated damages will occur on the first 

calendar day thereafter. 

  

 C. The BOPC shall have the right to deduct the liquidated damages from any money  

 due, or to become due, to the successful vendor, or to sue for and recover  

 compensation for damages for nonperformance of this contract within the time  

 stipulated. 
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SPECIFICATIONS 

 

44. Please read the installation guidelines and or scope of work and complete the attached Quotation 

Specification Sheets and return with your proposal. 

 

  

      BOARD OF POLICE COMMISSIONERS 

 

 

      Captain Jonas Baughman 

      Commander 

      Financial Services Unit 
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Specification Sheets  

 Ford Interceptor SUV 
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Installation Guidelines/Specification Sheets 
 
A.   General installation guidelines. The scope of work involves professional installation of law 

enforcement specific and/or emergency type electronic equipment in Kansas City Missouri Police 

Department Vehicles. “Professional installation” is wording that is not limited to, but is inclusive of 

vehicle occupant safety, neatness in appearance, usability, electrical safety, durability, longevity, and 

serviceability. A professional installation should be expected to last the useful life of the vehicle. The 

winning proposal must be based on a production of 2 complete vehicles per week.  

 

1. All equipment in a specific vehicle platform should be set up in a consistent manner. This allows 

Officers to be assigned to any vehicle with minimal training due to standardization of equipment 

(Officer safety must be kept in mind at all times when installing equipment). KCPD will need each 

vehicle to be installed in the same manner, even across platforms, when possible. This is not 

limited to, but includes all wiring, fuses, fuse panels, circuit breakers, electrical connections, shrink 

tubing, wire color, service loop, wire loom, wire clamps, wire ties, relays, switches, soldered 

connections, siren & lighting configurations and so forth. A streamlined, consistent installation 

allows for efficient troubleshooting, maintenance and the least amount of Officer down time.  

 

2. All equipment must be mounted & secured to the vehicle, and wired as per the vehicle and 

equipment manufacturers’ specifications as to not void applicable warranties.  

 

3. If, during the install of any equipment, penetration of the vehicle’s exterior and / or engine 

compartment or any place that may leak water or is exposed to outside elements, all holes must be 

properly and permanently sealed upon completion by means of Henkel LOCTITE 5900 sealant 

and applied according to manufacturer’s specifications and directions. Each tube of LOCTITE 

5900 has an expiration date. No LOCTITE 5900 may be used past the listed expiration date.  

 

4. All electrical wire 6 gauge and smaller must be SXL cross-linked polyethylene (XLPE).  

 

5. All electrical wire larger than 6 gauge must be SXL (XLPE) or Trystar brand Tryflex Industrial 

welding / battery cable that includes an ASTM B172 Rope stranded copper conductor, vinyl 

insulator between the copper and the outer jacket, insulated with oil and water resistant elastomer 

rubber hybrid compound and a temperature rating of -49°C to +105°C or better. When ordering 

you must indicate to Trystar that the Tryflex welding cable will be used as an automotive battery 

wire so that the SAE specification will be printed onto the outside insulation.  

Trystar web address: https://www.trystar.com/cable/welding-cable/tryflex-welding-cable/ 

 

Trystar phone #: 507-333-3990 

 

6. Unless otherwise preapproved by KCPD Communications Support Management, the main 

installed power feed must be a red positive 2 gauge wire and a black negative 2 gauge wire. The 

red wire must be bonded to a solenoid that must be installed inside the engine compartment. The 

other side of the solenoid must be bonded to a fuse holder by way of a short red 2 gauge wire. The 

other side of the fuse holder must bond directly to the vehicle’s positive battery terminal. The black 2 gauge 

wire must bond directly to the vehicle’s negative battery terminal.   

https://www.trystar.com/cable/welding-cable/tryflex-welding-cable/
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7. Any wire or wire harness that resides outside of the vehicle, engine compartment and any place 

that my leak water or is exposed to outside elements, or wire that is larger than 12 gauge must be 

protected in flame retardant split loom that meets or exceeds UL 94-V2 rating for flame retardancy, 

with a temperature range of -40°C to 135°C (-40°F to 275°F) and is distinctly identified by a blue 

stripe running its entire length.  The wire loom must be wrapped with no gaps by way of premium 

quality flame-retardant 3M Scotch Super 88 vinyl electrical tape. Alternatively the wire loom may 

be double wrapped with Tesa 4173 PV2 19mm wide or wider tape. The tape wrap may end at no 

less than 4 inches to the inside of the vehicle. This further flame proofs the harness, prevents any 

entry point for water to travel inside the loom and adds a layer of protection against abrasions and 

punctures.  

 

Tapix PLHT-100 manual wire harness tape dispenser is recommended. 

 

7. The Red two gauge wire must adhere to A-7 above. However, the red 2 gauge wire must also be 

taped the entire length of the wire. The only exception is for a very small section at each end of 

the wire to allow easy stripping of the insulation to install electrical terminals.  

 

8. The wire used for each circuit must be sized as to not exceed an absolute maximum of a .5 Vdrop 

from the vehicle’s battery to device power input.  Voltage drop will be calculated for all equipment 

at maximum rated current draw. This includes all primary and secondary power wires. If the 

installer calculates a voltage drop of .5 VDC (using 12 volts as reference) while wire sizing a 

particular circuit, the next largest wire size must be used. KCPD will provide a Microsoft Excel 

spreadsheet that allows the installer to calculate Vdrop. All Vdrop calculations must be calculated 

using 12 volts as the power supply battery voltage input. In all cases no wire smaller than 18 gauge 

will be used unless approved by KCPD Communications Support Management.  

 

9. All grounding points will be electrically bonded using the same size wire as calculated above. A 

central grounding point is to be installed on the equipment tray and in the center equipment 

console. IN NO CASE WILL ANY KCPD EQUIPMENT USE THE VEHICLE CHASSIS 

AS A NEGATIVE GROUND RETURN OR ELECTRICAL CONNECTION FOR ANY 

REASON.  

 

10. All connectors must be installed per manufacturers’ directions. Crimpers and dies must be 

professional grade and must meet all manufacturers’ specifications for the connector used.  

 

11. Wire to wire connections shall be connected by premium uninsulated butt connector, crimped, 

soldered and covered with only TRANSPARENT adhesive heat shrink, premium insulated crimp 

butt connector or other device / method approved by KCPD Communications Support 

Management. No Scotchlok, Posi-Tap or similar type connectors allowed! Exterior connections 

must be soldered and protected from abrasion and corrosion. All connections must pass a standard 

pull test. A maximum of one splice per circuit /wire may be used. Tape may ONLY be used to 

over-wrap split loom. Tape may not be used to insulate any electrical connection or for any other purpose. 
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a. Some circuits will use Delphi/Packard connectors in particular areas outside of the 

vehicle. 

b. Wire connections under trim behind rear driver seat must be Wago brand COMPACT 

splicing connectors. 

c. Some of the Panasonic Arbitrator wiring must be modified with Molex brand MX150 

series connectors. 

d. Wire 14 gauge and smaller may be connected by way of a “Western Union” style splice, 

then soldered and covered with premium transparent adhesive heat shrink tubing.    

 

12. No wire larger than 6 gauge may be spliced for any reason. Any wire splice from 6 gauge through 

12 gauge, must be properly crimped by way of proper sized non-insulated butt type connector, 

soldered and covered with premium transparent adhesive heat shrink tubing. 

 

13. Any and all wire splices and terminals must have the appropriate size splicing connector / terminal 

used based on wire gauge, e.g., a blue colored butt connector may only be used for 16 through 14 

gauge wire. 

 

a. All ring, spade / fork terminals must be the appropriate size for the stud it will bond to. 

Only the smallest size available that will freely fit the electrical stud may be used. 

b. No electrical connector may be modified in any way, e.g., a ring terminal hole may not 

be drilled to allow it to fit a particular electrical stud.  

 

14. All heat shrink coverings must extend the splice by a minimum of a ¼” on each side.  

 

15. When practicable all cabling / wiring must be installed behind body trim or other channels as to 

keep a neat looking professional install and to protect it from normal daily traffic abuse as well as 

potential vandalism from a prisoner.  

 

16. All cabling must include a service loop at each end. When practicable enough cable should be 

included to allow replacement of the connectors. This loop / extra cable must not be excessive but 

adequate to allow rapid installation and removal of each piece of installed equipment.  

 

17. Cables routed on or off an equipment tray must be routed to allow full travel of the equipment tray 

for service access without binding or abrasion.  

 

18. All cabling / wiring must be routed, bonded & installed in an electrically safe manner and free 

from abrasion and excessive heat.  

 

19. If for any reason the manufacturers’ provided wiring needs to be extended or repaired, the wire 

used must be equal in size or one gauge larger. 

 

20. If applicable to OEM vehicle wiring, and available as a feature in the aftermarket hardware, all 

vehicles must have the siren disable while in park feature installed. Siren horn ring transfer will 

not be utilized.  

 



 

11 
 

21. Any specifics pertaining to equipment locations will be defined by the Kansas City Missouri Police 

Department’s Communications Support Commander in conjunction with Fleet Operations 

Commander or designated representative. Once agreed upon all like vehicles are to be installed in 

consistent manner. 

 

22. All contracted vehicle installations are subjected to a minimum of a three part quality control 

inspection. 

 

a. KCPD Communications Support or the winning bidder designee will be notified prior to 

reinstallation of any / all items such as vehicle trim pieces, seats, covers, etc., and a pre-

quality control inspection will be completed by Communications Support personnel or the 

winning bidder designee. The choice of who performs the pre-QCI will be at the discretion 

of KCPD Communications Support management and is subject to change.  

b. Installer must perform a post installation inspection prior to release to KCPD. This will 

include operational test of all equipment and a visual inspection of the complete install 

work. Radio antenna system is to be tested on a 30 watt full power conventional talk group. 

RF power out must be between 28 & 31 watts. Reflected power must be 1 watt or less.  

Power must be tested with an instrument that has current NIST certification of calibration 

and a label affixed to the instrument indicating the most recent calibration date and when 

the current calibration expires. Any power measuring meter used other than a Bird 

Electronics model 43, APM-16, or 4308 must be approved from KCPD Communications 

Support Management.  

c. KCPD Communications Support will perform a final acceptance inspection upon delivery.  

d. Remedies for final inspection failure will be at the direction of KCPD and will be expected 

to be resolved within 5 business days. This should not be allowed to impact delivery of 

subsequent vehicles.  

 

23. All SMA RF connectors MUST be properly torqued with a professional grade certified torque 

wrench. SMA connectors must be tightened to no less than 3 in-lbs and not exceed 5 in-lbs. If a 

torque wrench is dropped onto the floor or banged around in any way, it must be recertified or 

replaced. All torque wrenches must be operated per manufacturers’ direction, e.g., the Huber 

Suhner 74Z-0-0-79 SMA torque wrench requires it be held in a certain place when operating the 

tool. 

B. Vendor Supplied Equipment. Unless otherwise stated, KCPD will ONLY provide required two-way 

radio, in-car camera system and mobile computer. The contractor will be responsible to provide all items 

listed on the specifications sheets and all other parts & hardware, such as, switches, relays, clamps, nuts, 

bolts, shrink tubing, wire loom, electrical connectors, screws, sealant, wire, fuses, etc., that are necessary 

to complete the install.  

 

1. There may be times where KCPD Comm. Support will supply some vendor equipment listed on 

the specifications sheets such as used docking stations, equipment trays, MDC mounting and 

consoles.  
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2. All installer supplied bolts ¼” and larger must be SAE grade 5 & silver on color. All nuts ¼” and 

larger must be SAE GRADE 8 and yellow zinc in color.  

 

3. All installer supplied bolts ¼” and larger must be hex head only.  

 

4. All installer supplied nuts must be k-lock type hex nuts. These are also known as Keps nuts.  

 

5. No self-tapping screws unless preapproved by KCPD Comm. Support management 

 

6. ALL installer provided RF antenna coax must be the Larsen NMOKHF200NOCONN or a KCPD 

approved equivalent.  

 

7. All insulated crimp connectors and terminals must be nylon, not vinyl or other material.  

 

8. All split loom used must adhere to specifications in paragraph A.7.  

   

C. Additional notes: 

 

1. A sample vehicle will be made available for measurements and photos, schedule to be announced. 

2. Some vehicles might need equipped for a Genetec AutoVu SharpZ3 automatic license plate reader 

or a Ray Allen K-9 Deployment & Heat Alert System. These may be covered in an additional 

quote. 

3. Additional qualifications – please list all brands of equipment that your shop holds special 

qualifications/certifications for. For example “Authorized repair center” or “Authorized installer”. 

4. Bidder must be an experienced Land Mobile Radio service shop with a minimum of one qualified 

radio technician to oversee and inspect installations. Provide 4 references from other local 

government customers (Reference sheets are included in the proposal).  

5. Installers must be trained & certified by Panasonic on the in-vehicle installation of the Panasonic 

Arbitrator MK3 Full HD 360 Digital Video System.   
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APPENDIX A – HARRIS RADIO INSTALLATION 
 

1. CH-721 remote control unit is to be mounted flush into the Gamber Johnson console. 

a. The white wire from the power cable is to be extended with a grey 14 gauge wire and 

connected to PDU terminal # 24. 

b. The red wire from power cable is to be extended with a white/yellow 14 gauge wire and 

connected to PDU terminal # 16. 

c. The black wire from the power cable is to be connected to the negative terminal block 

mounted inside the console. 

d. A CAN buss cable will connect to one of the CH-721 and radio transceiver CAN ports. The 

90 degree end of the cable will connect to the transceiver. ALL UNUSED CAN BUS 

PORTS FOR BOTH THE RADIO TRANSCEIVER AND CH-721 CONTROL UNIT 

MUST BE TERMINATED WITH A PROPER KCPD PROVIDED HARRIS CAN BUS 

TERMINATOR. CHECKING FOR PROPER TERIMINATORS MUST BE PART OF 

THE QUALITY CONTROL INSPECTION. 

e. Note: The CH-721 power cable can appear to some as the same radio transceiver power 

cable. However, the CH-721 power cable has smaller gauge wires. The proper power cable 

must be used with the CH-721 control head and the transceiver. 

f. Inside the vehicles dash is a Ford factory connector that bonds the AM/FM radio to all of the 

factory speakers. Disconnect this connector. The speaker side harness routes downward 

inside the dash. The AM/FM radio side routes upward inside the dash.  No less than 3 inches 

away from the speaker side of the connector, cut the blue, white/brown, yellow/orange & the 

green/brown wire. 

g. The white/brown negative wire from the vehicle’s front driver door AM/FM speaker will be 

bonded and soldered to the passenger side door yellow/orange positive speaker wire.   

h. 14 gauge speaker wire is to be used with two pins (60620-5). The two pins are to be inserted 

into the connector housing (1-480319-0). This will connect to the factory CH-721 short 

speaker cable. The other end of the 14 gauge wire will connect to the Ford Utility’s front left 

and right door speakers wired in series. One of the 14 gauge wires is to be bonded & soldered 

to the driver side speaker blue positive wire. The other 14 gauge wire is to be bonded & 

soldered to the passenger door speaker green/brown negative wire.  

  

2. M7300 transceiver is to be mounted on the Troy electronics tray that mounts under the Troy 

cargo floor.  

 

a. The white wire from power cable is not to be used. To prevent shorted circuits and / or 

electrical damage the white wire must have heat shrink tubing applied so that no copper wire 

is exposed.   

b. The red wire from the power cable is to be connected to PDU terminal # 17. 

c. The black wire from power cable is to be connected to negative terminal block mounted on 

the electronics tray. 

d. RF industries RFT-1202-C2 TNC, MALE CRIMP CONNECTOR (for LMR-200) will be 

used for the RF connection. The RF connector ferrule is to be crimped & the center pin is to 

be properly soldered to the NMOKHF200NOCONN coax. The other end of the coax will 

route to the vehicle’s roof where the radio’s PCTCN7080 antenna will be installed.  



 

14 
 

Appendix B – Panasonic Arbitrator & BWC System 
 

1. Arbitrator DC power input 

a. Main power for the video system comes from the battery backup unit via the LIND power 

distribution center.  

b. The red wire coming out of the battery backup unit is to be connected to PDU terminal # 15.  

c. The black wire coming out the battery backup unit is to be connected to PDU terminal # 35.  

d. The white wire coming out of the battery backup must be extended with an 18 gauge white wire 

and connected to PDU terminal # 7. 

 

2. Power distribution center GPI and GPO connections 

 All GPI & GPO connections are to have Molex MX150 connectors installed. 

 All connections coming from the power distribution box are to have MX150 female pins installed. 

 Both 8 pin wireless mic MX150 connectors must be labeled with RX1 & RX2 as appropriate. 

a. Wireless Mic 1 record - yellow wire is to be connected to GPI 1 (J1-1) via pin 1 of RX1’s MX150 8 

circuit connector. 

b. Wireless MIC 1 sync - green wire is to be connected to GPI 2 (J1-2) via pin 2 of RX1’s MX150 8 circuit 

connector. 

c. Wireless MIC 1 mute - white wire is to be connected to GPI 3 (J1-3) via pin 3 of RX1’s MX150 8 circuit 

connector. 

d. Wireless MIC 1 AUX CMD - red wire is to be connected to GPI 7 (J1-7) via pin 4 of RX1’s MX150 8 

circuit connector. 

e. Wireless MIC 1 PWR - red wire is to be connected to a positive marked position on J3 via pin 5 of 

RX1’s MX150 8 circuit connector 

f. Wireless MIC 1 GND - black wire is to be connected to a negative marked position on J3 via pin 6 of 

RX1’s MX150 8 circuit connector 

g. Wireless MIC 1 VPU Record - blue wire is to be connected to GPO 1 (J1-21) via pin 7 of RX1’s MX150 

8 circuit connector. 

h. Wireless MIC 2 record - yellow wire is to be connected to GPI 4 (J1-4) via pin 1 of RX2’s MX150 8 

circuit connector. 

i. Wireless MIC 2 sync - green wire is to be connected to GPI 5 (J1-5) via pin 2 of RX2’s MX150 8 circuit 

connector. 

j. Wireless MIC 2 mute - white wire is to be connected to GPI 6 (J1-6) via pin 3 of RX2’s MX150 8 circuit 

connector. 

k. Wireless MIC 2 AUX CMD - red wire is to be connected to GPI 7 (J1-7) via pin 4 of RX2’s MX150 8 

circuit connector. 

l. Wireless MIC 2 PWR - red wire is to be connected to a positive marked position on J3 via pin 5 of 

RX2’s MX150 8 circuit connector. 

m. Wireless MIC 2 GND - black wire is to be connected to a negative marked position on J3 via pin 6 of 

RX2’s MX150 8 circuit connector. 

n. Wireless MIC 2 VPU record - blue wire is to be connected to GPO 1 (J1-21) via pin 7 of RX2’s MX150 

8 circuit connector. 

o. Siren level 2-3 lights - an 18 gauge white wire is to be used to connect to GPI 8 (J1-8) via pin 1 of the 

power distribution center’s MX150 12 circuit connector. Pin 1 on the mating connector with male 

pins will connect the Pathfinder’s amplifier by running an 18 gauge white wire and bonding it to the 

amplifiers relay 12 wire. 
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p. Vehicle Brake sensor - a white/blue 18 gauge wire is to be used to connect to GPI 9 (J1-9) via pin 2 of 

the power distribution center’s MX150 12 circuit connector. Pin 2 of the mating connector with  

male pins is to be connected to pin 8 of Ford’s 14 pin connector located underneath where the 

console will be mounted by way of a white/blue 18 gauge wire. 

q. G-Force sensor RECORD - an 18 gauge green wire is to be used to connect to GPI 10 (J1-10) via pin 3 

of the power distribution center’s MX150 12 circuit connector. An 18 gauge green wire is to be used 

to connect to the MX150 mating connector with male pins and ran to the area underneath the trim 

piece to the left of the driver’s side rear seat, there it is to be bonded to the green wire from the G-

Force sensor’s output cable.  

r. G-Force sensor DC12V - red wire is to be connected to a positive marked position on J3 via pin 11 of 

the power distribution center’s MX150 12 circuit connector. 

s. G-Force sensor GND - black wire is to be connected to a negative marked position on J3 via pin 12 of 

the power distribution center’s MX150 12 circuit connector. 

t. Arbitrator Siren interface cable - red wire from the short side (opposite of the side that indicates “to 

siren”) is to be connected to GPI 11 (J1-11). The black wire is to be connected to a negative marked 

position on J3.  The other side of this cable marked “to siren” will connect to the power distribution 

center’s MX150 12 circuit connector. The black wire is to be connected to pin 5 and the red wire is 

to be connected to pin 4. An 18 gauge red wire is to be used to connect to the MX150 mating 

connector with male pins on pin 4 and the Pathfinder’s amplifier speaker2 white/blue wire. An 18 

gauge black wire is to be used to connect to the MX150 mating connector with male pins on pin 5 

and the Pathfinder’s amplifier speaker2 white/brown wire. 

u. Battery backup start - green wire is to be connected to GPI 12 (J1-12) via pin 6 of the power 

distribution center’s MX150 12 circuit connector. 

v. Battery backup Stop - yellow wire is to be connected to GPI 13 (J1-13) via pin 7 of the power 

distribution center’s MX150 12 circuit connector. 

w. Battery backup alarm - purple wire is to be connected to GPI 14 (J1-14) via pin 8 of the power 

distribution center’s MX150 12 circuit connector. 

x. Common Trigger Box (CTB) record - red wire is to be connected to GPI 15 (J1-15) via pin 9 of the 

power distribution center’s MX150 12 circuit connector. 

y. Common Trigger Box record output - black wire to be connected to GPO 4 (J1-24) via pin 10 of the 

power distribution center’s MX150 12 circuit connector. 

 

3. Common Trigger Box (CTB) connections 

a. Arbitrator system record trigger - red wire is to be connected to CTB terminal marked GPO 1. 

b. Body worn camera record trigger - black wire is to be connected to CTB terminal marked GPI 1. 

 

4. For all other connections refer to the manufactures installation Manual. 
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Appendix C – Federal Signal Pathfinder & Rumbler 

 
A. Federal Signal Pathfinder connections 

1. Pathfinder main DC power input  

a. A 10 gauge red wire is to be ran from the Pathfinder’s main positive power input terminal, 

to a maxi fuse holder that is to be fused at 30 amps. The other side of the maxi fuse holder 

will connect the red power distribution post.  

b. A 10 gauge black wire is to be ran from the Pathfinder’s main negative ground terminal to 

the black power distribution post located on the equipment tray.  

2. Convergence Network port 1 connects to the Pathfinders control head (mounted flush into the 

console) with the appropriate network cable. 

3. Convergence Network port 2 connects to the Allegiant light bar with appropriate network cable. 

4. The Ford Utility’s OBDII connection (passenger side kick panel) has a CAN bus terminator that needs 

removed in order to connect the Pathfinders OBDII cable. *The removed terminator must be 

reapplied after connecting the Pathfinder’s OBDII cable! The other end of the Pathfinder’s cable 

will connect to the main Pathfinder’s amplifier. 

5. Speaker 1 & Speaker 2 connections connect to the two Federal Signal AS124 siren speakers mounted 

behind the vehicles front clip. Speaker 1 is the speaker mounted on the driver side and speaker 2 is 

the speaker mounted on the passenger side. PROPER SIREN SPEAKER POLARITY IS IMPARITIVE AND 

MUST BE PART OF EACH QCI.  

a. AMPLIFIER’S SPEAKER 1 (+) BLUE WIRE (CONN1-PIN3) MUST BE ELECTRICLY CONNECTED TO 

SIREN SPEAKER 1’S BLACK WIRE. AMPLIFIER’S SPEAKER 1 (-) BROWN WIRE (CONN1-PIN4) 

MUST BE ELECTRICLY CONECTED TO SIREN SPEAKER 1’S WHITE WIRE.  

b. AMPLIFIER’S SPEAKER 2 (+) WHITE/BLUE WIRE (CONN1-PIN5) MUST BE ELECTRICLY 

CONNECTED TO SIREN SPEAKER 2’S BLACK WIRE. SPEAKER 2 (-) WHITE/BROWN WIRE 

(CONN1-PIN6) MUST BE ELECTRICLY CONNECT TO SPEAKER 2’S WHITE WIRE.  

c. Rumbler input connects to Speaker 1’s circuit. See B.2 on page 2 for further details. 

d. Arbitrator’s Siren interface connects to Speaker 2’s circuit. See Appendix B, 2.t. for further 

details. 

6.  Pathfinder siren amplifier box Connector 1 

a. Ignition yellow wire (conn1-pin8) is to be connected to PDU terminal # 8.  

b. Park gray wire (conn1-pin9) connects to the vehicles 14-way connector pin 12 underneath 

where the console mounts. 

7. Pathfinder siren box Connector 2 

a. Relay 1 black wire (conn2-pin8) connects to the vehicle’s rear driver side LED modules. 

b. Relay 2 green wire (conn2-pin9) connects to the vehicle’s rear passenger side LED modules. 

c. A TE Connectivity V23234-B1001-X004 relay is to be mounted on the equipment tray. Terminal # 

86 & # 30 is to be connected to the black power distribution post with two 18 gauge black wires. 

Terminal # 85 will connect to the amplifier’s relay 3 white wire (conn2-pin10).  An 18 gauge tan 

wire is to be connected to relay Terminal # 87. The other side of the tan wire is to be ran to an 

area under the trim piece located beside the rear driver seat. By way of a 3-conductor Wago 

COMPACT splicing connector, this tan wire will bond to another 18 gauge tan wire that is to be 

ran to the Ford provided 14 pin connector located underneath where the console will be 

installed. This tan wire is to be connected to the orange/green wire that comes from pin 1 on 

the Ford provided 14 pin connector.  
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d. Relay 4 yellow (conn2-pin11) wire is to be extended with a 14 gauge red/white wire and 

conneced to front driver side LED modules. 

e. Relay 5 gray wire (conn2-pin7) is to be extended with a 14 gauge black/purple wire and 

connected to the front passenger side LED modules. 

f. Relay 6 orange wire (conn2-pin12) is to be connected to the Rumbler’s white trigger wire.   

g. Relay 7 violet wire (conn2-pin3) is to be extended with a 14 gauge orange/green wire and to the 

red positive power wire for both gun locks. 

h. Relay 8 red wire (conn2-pin2) is to be extended with a 14 gauge red/gray wire and connected to 

the hatch LED module.  

i. Relay 12 connection connects to the Arbitrator GPI 9 (J1-9) with an 18 gauge white wire through 

pin 1 of the power distribution center’s MX150 12 circuit connector. See Appendix B, B.3.i. 

8. The white/yellow, orange, violet, white/red, white/orange, white, white/green & green wire from 

connector 1 are not used. The blue, brown, & pink relay wires form connector 2 are not used. 

However, to prevent shorted circuits and / or electrical damage all unused wires must have heat 

shrink tubing applied so that no copper wire is exposed.   

B. Federal Signal Rumbler connections 

1. Rumbler DC power input 

a. Rumbler power input red positive wire is to be connected to PDU on terminal # 19. 

b. Rumbler power input black negative wire is to be extended with a 14 gauge black wire and 

connected to any available PDU GND terminal # 33 – 40.  

2. Rumbler input connections to the Pathfinder 

a. Cut the Pathfinder’s speaker 1 blue wire in half. Connect the Rumbler’s black zip cord wire that is 

either ribbed or stripped to the Pathfinder’s speaker 1 blue wire that connects to the speaker. 

Connect the Rumbler’s black zip cord wire that is not ribbed nor stripped to the Pathfinder’s speaker 

1 blue wire that connects to the Pathfinder’s amplifier. 

b. Connect the Rumbler’s brown wire in parallel to the Pathfinder’s speaker 1 brown wire.  

3. See our equipment tray sample and refer to the Rumbler’s install manual for all other wiring 

connections. 

C. Siren speaker wire  

1. Siren speaker wire color  

a. A red speaker wire is to be used for the positive side of each rumbler speaker. 

b. A black speaker wire is to be used for the negative side of each rumbler speaker.  

c. A red is to be used for the positive side of the Pathfinder’s speaker 1. 

d. A black wire is to be used for the negative side of the Pathfinder’s speaker 1. 

e. A white wire is to be used for the positive side of the Pathfinder’s speaker 2. 

f. A green wire is to be used for the negative side of the Pathfinder’s speaker 2.  

2. Speaker wire conductor count 

a. One pair of speaker wires is to be ran to the Pathfinder’s speaker 1 and another pair ran to 

speaker 2. 

b. One pair of speaker wires is to be ran to the passenger side Rumbler siren speaker. This 

connection is to be extended with another pair of speaker wires and connected to the driver 

side Rumbler speaker. 

3. Speaker wire specifications  

a. ALL SPEAKER WIRE USED FOR A LOW OR HIGH FREQUENCY SIREN AUDIO MUST HAVE 100% 

PURE COPPER CONDUCTORS. EACH CONDUCTOR MUST BE 16 OR 14 GAUGE. SPEAKER WIRE 

MUST ALSO BE PLENUM RATED WITH A CL2 AND CMP OR CL2P UL RATING OR BETTER.  
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Wire Color Funtion Fuse Wire 

White Arbitrator BBU IGN 5 amp PDU IGN OUTPUT  #7 OEM

Green/White Pathfinder IGN 5 amp PDU IGN OUTPUT #8 16 Gauge

Yellow ALPR & router IGN 5amp PDU IGN OUTPUT               #9 18 Gauge

N/A N/A N/A PDU IGN OUTPUT              #10 N/A

N/A N/A N/A PDU IGN OUTPUT            #11 N/A

N/A N/A N/A PDU IGN OUTPUT            #12 N/A

N/A N/A N/A PDU IGN OUTPUT              #13 N/A

Dark Blue Radar IGN 15 amp PDU IGN OUTPUT            #14 14 Gauge

Red OEM Arbitrator BBU constant 10 amp PDU BATTERY OUTPUT      #15 14 Gauge

White/Yellow CH-721 constant 5 amp PDU BATTERY OUTPUT    #16 14 Gauge

Red M7300 Constant 15 amp PDU BATTERY OUTPUT     #17 10 Gauge

Red ALPR & router  constant 10 amp PDU BATTERY OUTPUT     #18 16 Gauge

Red Rumbler constant 15amp PDU BATTERY OUTPUT     #19 OEM

N/A N/A N/A PDU BATTERY OUTPUT     #20 N/A

Brown SSR off delay timer term # 86 5 amp PDU BATTERY OUTPUT     #21 18 Gauge

Green/Orange Intrusion Alarm constant 20 amp PDU BATTERY OUTPUT     #22 14 Gauge

N/A N/A N/A PDU TIMED OUTPUT          #23 N/A

Grey CH-721 IGN 5 amp PDU TIMED OUTPUT          #24 14 Gauge

N/A N/A N/A PDU TIMED OUTPUT          #25 N/A

Light Blue MDC constant 15amp PDU TIMED OUTPUT          #26 14 Gauge

Red/Yellow Accessory Plug 15 amp PDU TIMED OUTPUT          #27 14 Gauge

Red/Yellow Accessory Plug 15 amp PDU TIMED OUTPUT          #28 14 Gauge

Red/Yellow Accessory Plug 15 amp PDU TIMED OUTPUT          #29 14 Gauge

Purple SSR off delay timer term # 87a 5 amp PDU TIMED OUTPUT          #30 18 Gauge

Yellow/Black PDU Ignition 5 amp PDU IGN INPUT                       #33 14 Gauge

Black Arbitrator BBU GND N/A PDU GND #34 OEM

Black ALPR GND N/A PDU GND #35 16 Gauge

Black Federal Rumbler GND N/A PDU GND #36 OEM

Black SSR off delay timer term  #85 N/A PDU GND #37 18 Gauge

Black Intrusion Alarm GND N/A PDU GND #38 14 gauge

Black All 4 rear LED modules GND N/A PDU GND #39 14 Gauge

Black Rear hatch LED module GND N/A PDU GND #40 18 gauge

Red/Black Rear driver LED modules N/A Pathfinder Relay 1 N/A 14 Gauge

White/Green Rear passenger LED modules N/A Pathfinder Relay 2 N/A 14 Gauge

Tan Wigwag trigger N/A Pathfinder Relay 3 N/A 18 Gauge

Red/white Front driver LED modules N/A Pathfinder Relay 4 N/A 14 Gauge

Black/Purple Front passenger LED modules N/A Pathfinder Relay 5 N/A 14 Gauge

White OEM Rumbler lowfreq trigger N/A PathfinderRelay 6 N/A 18 Gauge

Orange/Green Gunlocks N/A Pathfinder Relay 7 N/A 14 Gauge

Red/gray Rear hatch LED module N/A Pathfinder Relay 8 N/A 14 Gauge

White Video trigger light bar N/A Pathfinder Relay 12 N/A 18 Gauge

Brown/White Siren Park Detect N/A Pathfinder Park detect N/A 18 Gauge

White/Blue Video Brake Sense N/A Vehicle wiring N/A 18 Gauge

Brown/White Siren Park Detect N/A Vehicle wiring N/A 18 Gauge

Green/Yellow Alarm CH-721 GND to turn on N/A Alarm N/A 14 Gauge

White/Purple BY Pass switch N/A Main power solenoid N/A 18 gauge

Green/Black Alarm CH-721 macro trigger N/A Alarm N/A 14 Gauge

Black M7300 Ground N/A Tray black PWR distribution post N/A 10 Gauge

Black Roof Light Bar Ground N/A Tray black PWR distribution post N/A OEM

Black Siren Ground N/A Tray black PWR distribution post N/A 10 Gauge

Black Ground(s) N/A N/A N/A 14 Gauge

Positive power locations

Siren Connections

Misc. Connections

D&R PDU connections
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Specification Sheet –Ford Interceptor SUV 

 
  RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item # Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

1 1 PF200S17-KCMOPD SIREN, PATHFINDER, FEDERAL, W/17 

BUTTON CONTROL HEAD 
   

2 1 OBDCABLE25-2 CABLE, OBDII, 2020 UTILITY, FEDERAL , FOR 

PATHFINDER 
   

3 1 RBKIT2 SPEAKER, DUAL WOOFER, FEDERAL RUMBLER    

4 1 ZRUMBLER2 SIREN, RUMBLER2, FEDERAL    

5 1 RB-FPIU20ND MOUNT, FORD, UTILITY, FEDERAL,  FOR 

RUMBLER SPEAKERS 

   

6 2 AS124 SPEAKER, SIREN, FEDERAL, 100W, 11OHM, ECONOMY    

7 1 ESB2-FPIU20ND DUAL MOUNT, NO DRILL, 2020 UTILITY, FOR 

FEDERAL AS124 

   

8   

1 
MPS61U-R OR THE EQUIVALENT IS IONR    

               Total Page 1         $____________ 

 

      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

 

         Signature  _________________________________________ 
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Specification Sheet – Ford Interceptor SUV 
  RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item # Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

9 1 MPS61U-B OR THE EQUIVALENT IS IONB    

10 1 MPSC-R LIGHT, FEDERAL,MICROPULSE C, 6-LED LIGHT, RED OR 

EQUIVALENT IS MCRNTR 

   

11 1 MPSC-B LIGHT, FEDERAL,MICROPULSE C, 6-LED LIGHT, BLUE 

OR EQUIVALENT IS MCRNTB 

   

12 1 MPSM6-FPIURS2 BRACKET, SPOILER, FPIU, KIT FOR 6HD 

MPS6/MPS6U OR EQUIVALENT IS IONBKT8 

   

13 2 416910-B FLUSH MOUNT LED LIGHT HEAD, BLUE FEDERAL 

SIGNAL OR EQUIVALENT IS VTX609B WITH BRACKET #VTXFB 

   

14 2 416910-R FLUSH MOUNT LED LIGHT HEAD, RED FEDERAL 

SIGNAL  

   

15 2 416900-VHB OR EQUIVALENT IS VTXADAPT    

16 1 ALGT45-1539369228 LIGHT BAR, FEDERAL ALLEGIANT, 

RED&BLUE DOME, 45" 

   

               Total Page 1         $____________ 

 

      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

 

         Signature  _________________________________________ 



 

21 
 

Specification Sheet – Ford Interceptor SUV 

 
  RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item # Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

17 1 HKB-FPIU20 FORD, PI UTILITY, 20+,HOOK, KIT, 

VALOR/INTEGRITY/ALLEGIANT/VISION 

   

18 1 V23234-B1001-X004 RELAY, SPST, 50A, 12VDC, RESISTOR, TE 

CONNECTIVITY (WIGWAG TRIGGER) 
   

19    1 PDU-8S FUSE PANEL, POWER DISTRIBUTION UNIT, W/ TIMER, 

D&R ELECTRONICS 

   

20 5 BCL-2-38 TERMINAL, 2GA, CL238, W/3/8" HOLE    

21 4 BCL-21-4 TERMINAL, 2GA, CL214, W/1/4" HOLE    

22   1 MX12BA CONTACTOR, RELAY, SOLENOID, 200A, 12V, GIGVAC    

23 1 47226 RED, GROUND OR PWR, JUNCTION BLK, ONE 3/8" STUD, 8 

OUTPUT 8/32 

   

24 2 70008 GROUND OR PWR, JUNCTION BLOCK, ONE 3/8" STUD, 8 

OUTPUT 8/32 

   

               Total Page 1         $____________ 

 

      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

 

         Signature  _________________________________________ 
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Specification Sheet –Ford Interceptor SUV 

 
  RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item # Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

25 2 BK/HHX FUSE, HOLDER, MAXI, 6GA, 60 AMP MAX, 5" LEADS    

26 1 3631NF/2 SWITCH, TOGGLE, SPST, IP67, 10M CYCLE, -40C TO +85C    

27 1 VCM-04-60MA RELAY, SS, OFF-DELAY 12V, 15A, 0-60 MIN. ADJ. 

TIMER, InPower 

   

28 1 BK/MAX-30 FUSE, MAXI, AUTO, 30A, FAST BLOW    

29 1 BK/MAX-40 FUSE, MAXI, AUTO, 40A, FAST BLOW    

30 1 HSWS1 HEAT SHRINK,W/ADHESIVE,3/4",BLACK    

31 1 HSWS1R HEAT SHRINK,W/ADHESIVE,3/4",RED    

32 36 221-413 Wago 3-conductor  COMPACT slicing connectors    

               Total Page 1         $____________ 

 

      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

 

         Signature  _________________________________________ 
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Specification Sheet –Ford Interceptor SUV 

 
  RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item # Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

 33 1 CP-UV20-CARGO CARGO FLOOR, 2020 FORD UTILITY, TROY 

PRODUCTS 

   

34 1 AC-20-UV-TRAY TRAY, ELECTRONICS MOUNTING FOR CP-UV20-

CARGO, TROY PRODUCTS 

   

35 1 TP-20-FDUV-R POLICE, INTERCEPTOR,UV,CARGO, PARTITION, 

2020, TROY PRODUCTS 

   

36 1 KAC-KCMO-DGMOUNT MOUNT, DUAL LONG GUN, 2020 

UTILITY, KA-COMM 

   

37 1 7170-0734-08 CONSOLE, 2020 UTILITY,SIDE ARM REST, CUP, 

GAMBER 

   

38 1 7160-0338 FACE PLATE, SMART SIREN PL    

39 1 7160-0523-0 FACE PLATE, HARRIS CH721    

40 1 3130-0361-0 FACE PLATE 2",  W/KNOCK OUTS    

               Total Page 1         $____________ 

 

      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

 

         Signature  _________________________________________ 
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Specification Sheet –Ford Interceptor SUV 

 
  RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item # Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

41 1 3130-0152 FACE PLATE, BLANK    

42 1 7160-1346-01 MOUNT, MDC, 2020 UTILITY, ON-DASH W/3" ARM, 

GAMBER 

   

43 1 7160-1160 MOUNT, 6" LOCKING SLIDE ARM W/SHORT CLEVIS, 

GAMBER 

   

44 1 7160-0857 TRAY, KEYBOARD, LOW PROFILE, QUICK RELEASE, 

GAMBER 

   

45 1 7160-1015 BRACKET, 9.5" OFFSET ADAPTER, GAMBER    

46 2 KAC-KCMO-MICBRAK BRACKET, MICROPHONE, CUSTOM, KA-

COMM 

   

47 3 7-938 OUTLET, 12V ACCESSORY OUTLET W/COVER, CHAMP    

      

               Total Page 1         $____________ 

 

      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

 

         Signature  _________________________________________ 
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Specification Sheet –Ford Interceptor SUV 

 

  RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item # Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

 1 M7300 MOBILE, TWO-WAY RADIO, 764-870 MHz, HALF DUPLEX, 

HARRIS 

   

 1 CU23218-0004 CONTROL UNIT, CH-721, SYSTEM, REMOTE    

 1 CA-012616-001 CABLE, DC POWER, CH-721 CONTROL UNIT    

 1 CA-009562-030 CABLE, CANBUS,30FT, M7200/7300    

 2 CD-014027-001 CANBUS,TERMINATOR, M7200/7300, CH721, 

STRAIGHT 

   

 2 CA-012365-001 CABLE, DC POWER, M7200/7300    

 1 MC-101616-041 MIC,STD, CH721, STRAIGHT, CONNECTOR, M7300    

48 2 60620-5 PIN, MALE, 20-14GA, SPEAKER CONNECTOR, CH721, TE 

Connectivity 

   

49 1 1-480319-0 CONNECTOR HOUSING, 2POS, 5.08MM, SPEAKER 

CONNECTOR, CH721, TE Connectivity 

   

**Two-Way Radio Provided by KCPD (Items 48 & 49 are used for the highlighted area – this page only) Total Page 1         $____________ 

       

      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

          

         Signature  _________________________________________ 
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Specification Sheet –Ford Interceptor SUV 

 

  RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item # Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

 1 IK-88-TP-USB-P KEYBOARD, PC, PANASONIC IKEY, USB, RUGGED    

 1 CF-LNDDC120 CF-33, 120 WATT POWER SUPPLY, LIND    

 1 CF-33LE-34VM COMPUTER, PANASONIC CF-33, MDC    

 1 GJ-33-TVD2-L CF-33, TABLET DOCKING, STATION, GAMBER-

JOHNSON 

   

 1 ARB-BWC4-1DOCK-16V PAIRING BWC DOCK, MK4, w/LIND PS & 

ETHERNET CABLES 

   

 1 ARB-BWC3CTB PANASONIC ARBITRATOR CTB, COMMON 

TRIGGER BOX 

   

 1 ARB-BWCBLANT-BLB PANASONIC ANTENNA, WIFI AND 

BLUETOOTH, LOW PROFILE FOR CTB 

   

 1 CBLMS-F00200 PANASONIC ARBITRATOR, CABLE, SIREN 

DETECTOR, LIND ELECTRONIC 

   

 1 TGS-3DP PANASONIC ARBITRATOR, SENSOR, G-FORCE    

**MDC & Video System Provided by KCPD (Items 50 thru 57 are used for the highlighted area – Page 27 & 28 only) Total Page          $____________ 
      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

          

         Signature  _________________________________________ 
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Specification Sheet –Ford Interceptor SUV 

 

  RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item 

# 

Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

 1 ARB-APWWQS22-RP-BL PANASONIC ARBITRATOR WIFI, 

ANTENNA, PANASONIC 

   

 2 ARB-M90 PANASONIC 900 Mhz WIRELESS MIC TRANSMITTER & 

RECEIVER FULL KIT 

   

 1 ARB-WV-VC31-C PANASONIC ARBITRATOR REAR FACING 

CAMERA W/IR 

   

 1 ARB-256SSD PANASONIC ARBITATOR 256GB SSD    

 1 ARB-KIT-HD PANASONIC ARBITRATOR MK3 KIT, MAIN UNIT W/ 

GPS, FRONT CAMERA, IN-CAR MIC, 256GB SSD, BATTERY 

BACKUP, POWER DISTRIBUTION CENTER & WIRING KIT 

   

**MDC & Video System Provided by KCPD (Items 50 thru 57 are used for the highlighted area – Page 27 & 28 only) Total Page          $____________ 

 

       

 

      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

          

         Signature  _________________________________________ 
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Specification Sheet –Ford Interceptor SUV 

 

  RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item # Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

50 11 330000002 MX150 Male Terminal for Mat-Sealed or Unsealed Connectors, 

Tin Plating, 16, 18 and 20 AWG 

   

51 4 330122003 MX150 Female Terminal for Mat-Sealed Connectors, Tin 

Plating, 22 AWG 

   

52 11 330000002 MX150 Male Terminal for Mat-Sealed or Unsealed Connectors, 

Tin Plating, 16, 18 and 20 AWG 

   

53 4 330000003 MX150 Male Terminal for Mat-Sealed or Unsealed Connectors, 

Tin Plating, 22 AWG 

   

54 2 334724806 MX150 Mat-Sealed Female Connector Assembly, Dual Row, 8 

Circuits, Keying Option A, Black 

   

55 2 334824801 MX150 Mat-Sealed male Connector Assembly, Dual Row, 8 

Circuits, Keying Option A, Black 

   

56 1 334721206 MX150 Mat-Sealed male Connector Assembly, Dual Row, 12 

Circuits, Keying Option A, Black 

   

**MDC & Video System Provided by KCPD (Items 50 thru 57 are used for the highlighted area – Page 27 & 28 only) Total Page         $____________ 

       

      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

          

         Signature  _________________________________________ 
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Specification Sheet –Ford Interceptor SUV 

 

  RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item # Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

57 1 334826201 MX150 Mat-Sealed male Connector Assembly, Dual Row, 12 

Circuits, Keying Option A, Black 

   

      

      

      

      

      

      

      

**MDC & Video System Provided by KCPD (Items 50 thru 57 are used for the highlighted area - Page 27 & 28 only) Total Page               $____________ 

 

      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

          

         Signature  _________________________________________ 
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Specification Sheet –Ford Interceptor SUV 

 

 RFP #2022-2 Opening Date:  2:00 p.m., Wednesday, October 13, 2021           

Item # Quantity Description *Brand & Product 

Number  
Unit 

Price 

Total 

58 1 08-ANT-0935 ANTENNA, HF NMO, 700-2700MHz, CELL, BLACK, MP 

ANTENNA 

   

59 1 LARGPSNMO02 ANTENNA, GPS ACTIVE, 28db (5V) BLACK, NMO, 

Pulse Larsen 

   

60 3 NMOKHF200NOCONN COAX W/MOUNT,NMO HIGH FREQ, 17FT 

LMR-200, NC, Pulse Larsen 

   

61 3 RFT-1202-C2 CONNECTOR, RF, CRIMP, TNC, MALE, LMR-200, RF 

Industries 

   

62 1 PCTCN7080 ANTENNA,1/4-WAVE,740-870,CHROME, PCTEL    

63  LABOR CHARGES     

      

      

               Total Page 1         $____________ 

 

      Bid Submitted By: Name of Company _________________________________________ 

          

         Address  _________________________________________ 

          

         City/State/Zip  _________________________________________ 

          

         Phone Number _________________________________________ 

          

         Signature  _________________________________________
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   COOPERATIVE PROCUREMENT WITH OTHER JURISDICTIONS: 
 

1. This section is optional, it will not affect proposal award.  If the Board of Police Commissioners 

awarded you the proposed contract, would you sell the exact items as specified in this proposal, under 

the prices and terms of this contract to any Municipal, County, Public Utility, Hospital, Educational 

Institution, or any other non-profit organization having membership in the Mid-America Council of 

Public Purchasing (MACPP) and located within the Greater Kansas City Metropolitan Trade Area?  

(All deliveries shall be F.O.B.  Destination and there shall be no obligations on the part of any member 

of said Council to utilize this Contract). 

 

 YES       NO___          

 

 INITIALS:_____      

 

2. Sales will be made in accordance with the prices, terms, and conditions of the Invitation for Proposal 

and any subsequent term contract.  

 

3. There shall, however, be no obligation under the cooperative procurement agreement for any 

organization by MACPP to utilize the proposal or contract unless they are specifically named in the 

Invitation for Proposal as a joint respondent. 

 

4. All sales to other jurisdictions will be made on purchase orders issued by that jurisdiction.  All 

receiving, inspection, payments and other contract administration will be the responsibility of the 

ordering jurisdiction. 

 

5. The principal contracting officer (PCO) is responsible to handle the solicitation and award the 

contract.  The Board of Police Commissioners has sole authority to modify the contract and the PCO 

to handle disputes regarding the substance of the contract.  The PCO is Trina Canady, Kansas City, 

Missouri Police Department. 

 

6. Each jurisdiction that is a party to the joint proposal has authority to act as Administrative 

Contracting Officer with responsibility to issue purchase orders, inspect and receive goods, make 

payments and handle disputes involving shipment to the jurisdiction. 
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Federal Award Verification Form 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

We here by certify: 

 

Vendor certifies that neither it nor its principals are suspended or debarred from 

contracting for goods or services that are purchased  

from federal awards. 

 

   ___________________________________________________________ 

   Signature of Authorized Person Certifying   Date 

 

 

   ___________________________________________________________ 

   Print Name and Title 

 

 

Name of Company 
 
_________________________________________________________________ 

 
Street 
Address:__________________________________________________________ 
 
City, State, Zip Code:________________________________________________ 

 
Phone Number:(_____)________________________________ 
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REFERENCE INFORMATION SHEET 
 

List current customer references who acquired and services/products from your company. 

 

1. Company Name: ___________________________________________________________ 

 

 Address:  ___________________________________________________________ 

 

    ___________________________________________________________ 

 

Contact Person:  ___________________________________________________________ 

 

Phone Number:  ___________________________________________________________ 

 

Description of services and or products purchased through your company: 

 

 

 

 

 

2. Company Name: ___________________________________________________________ 

 

 Address:  ___________________________________________________________ 

 

    ___________________________________________________________ 

 

Contact Person:  ___________________________________________________________ 

 

Phone Number:  ___________________________________________________________ 

 

Description of services and or products purchased through your company: 
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REFERENCE INFORMATION SHEET 

 

List current customer references that acquired services and products from your company. 

 

3. Company Name: ___________________________________________________________ 

 

 Address:  ___________________________________________________________ 

 

    ___________________________________________________________ 

 

Contact Person:  ___________________________________________________________ 

 

Phone Number:  ___________________________________________________________ 

 

Description of services and or products purchased through your company: 

 

 

 

 

 

4. Company Name: ___________________________________________________________ 

 

 Address:  ___________________________________________________________ 

 

    ___________________________________________________________ 

 

Contact Person:  ___________________________________________________________ 

 

Phone Number:  ___________________________________________________________ 

 

Description of services and or products purchased through your company: 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 

 



 

35 
 

                                                                                                                                                   

VENDOR APPLICATION / INFORMATION UPDATE FORM 

KANSAS CITY, MISSOURI POLICE DEPARTMENT 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Minority Business: ___  Yes   ___  No 
 

  Type:  ___ African American  ___ Asian  ___ American Indian  ___ Hispanic 
 

  ___ Other (Specify:_____________________________________________) 
 

Woman Owned Business: ___  Yes   ___  No 
If you answered yes to either of the above questions, You MUST indicate below, the primary 

agency with which your special status is registered. 

 
 

 

 

 

 

Old Addresses:                If this is an update request, there may be an attached list of all addresses currently on file for your company.  

If so, please make any corrections or deletions directly on the sheet and return it with this form. 

New Addresses: Please list ALL addresses, not on the above-mentioned attachment, for your company on a separate sheet.  

You must clearly indicate to which address orders and bids should be sent and to which addresses payments 

should be sent.  If any part of your “DBA” names has addresses associated with them, please indicate.  Each 

address MUST have an accompanying phone number (including FAX number if applicable) 

  

 

 
es 

 

Name of Organization (as registered with IRS): 

 

Registered Name: _____________________________________________________________________ 

Address:_____________________________________________________Phone_(_____)_________________ 

City, State & Zip:__________________________________________________Fax:_(_____)________________ 

Web Site: ________________________________________Email:_____________________________________ 

List Any applicable “Doing Business As” (“DBA”) Names: 

 

 

 

 

Vendor Category: 

 

___Manufacturer  ___Wholesaler  ___Retailer  ___Distributor  ___Service 

Vendor Type: 
 

___Individual  ___Partnership  ___Corporation 

 

Payment Terms: 

W-9 Information: You MUST complete and return the enclosed Form W-9 regardless of whether or not you will be 

providing any services you feel qualify you to receive a Form 1099. If you are incorporated, please indicate so in the name 
block and in the vendor type of the form. 

Date You Signed This Form:________________ 
Name, Title and Phone Number of Person Completing This Form: 
 

________________________________________________________________________ 


